
Personal Protective Equipment

1)  Using a thin tool, such as a flat blade 
screwdriver, insert near edge to pry the 
current chin guard free from the helmet.

To replace existing helmet chin guard with new Helmet Chin Guard with 
Integrated Cooling Fan:

2)  To install Helmet Chin Guard with 
Integrated Cooling Fan, start with the center 
latch and hook to the helmet first.

3) Work down each chin line on both sides of 
guard; checking that each molded tab is passing 
through to the inside of the helmet edge.  
 

4)  Finish each edge by checking that the 
clips on the helmet are snapped into the 
chin piece cutouts. 
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• Helmet Chin Guard with Integrated Cooling Fan replaces chin guard provided with UTM Helmet
• 3-position switch operates fan from OFF to LOW to HIGH speed
• No replacement batteries are required as fan operates off a rechargeable battery

Designed for use with UTM 69-HELMET-BLACK (sold separately)

69-0601
Helmet Chin Guard with Integrated Cooling Fan

NOTICE:
Instruction Sheet should be fully read 

and understood prior to any use.
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ULTIMATE TRAINING MUNITIONS, INC. MAKES NO REPRESENTATIONS OR WARRANTIES OF ANY KIND 
WHETHER EXPRESS OR IMPLIED, WRITTEN OR ORAL, STATUTORY OR OTHERWISE, RELATED TO THIS PRODUCT 
OR ITS USE, INCLUDING BUT NOT LIMITED TO ITS CONDITION, QUALITY, PERFORMANCE, MERCHANTABILITY, 
OR FITNESS FOR A PARTICULAR PURPOSE; AND ULTIMATE TRAINING MUNITIONS, INC. DISCLAIMS ALL 
LIABILITY ARISING FROM THE USE OF THIS PRODUCT INCLUDING BUT NOT LIMITED TO SICKNESS, PERMANENT 
INJURY, OR DEATH RESULTING FROM ITS USE HOWEVER CAUSED, BASED ON ANY THEORY OF LIABILITY.

Battery Charging

HELMET CHIN GUARD WITH INTEGRATED COOLING FAN is equipped with a 
rechargeable battery.  Battery can be recharged using the included USB-C charging cable 
plugged into any standard cellphone charger.

• Charging status is monitored by LED
• Once the cable is plugged in and charging starts, LED will start blinking 
• Slow blinking rate indicates low battery charge 
• Blinking speed increases as battery charge progresses
• Once battery is fully charged, LED will stay ON
• Unplug the cable (LED light will go out), you are ready for use 
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Designed for use with UTM 69-HELMET-BLACK (sold separately)

69-0601
Helmet Chin Guard with Integrated Cooling Fan

NOTICE:
Instruction Sheet should be fully read 

and understood prior to any use.

3-Position Switch with 
OFF, LOW & HIGH Speeds

UTM 69-HELMET-BLACK 
(sold separately)69-0601

Helmet Chin Guard 
with Integrated 
Cooling Fan


